Direct micromachining of quartz glass plates using pulsed laser plasma soft x-rays by Makimura Tetsuya et al.
Direct micromachining of quartz glass plates
using pulsed laser plasma soft x-rays
著者 Makimura Tetsuya, Miyamoto Hisao, Kenmotsu
Youichi, Murakami Kouichi, Niino Hiroyuki
journal or
publication title
Applied physics letters
volume 86
number 10
page range 103111
year 2005-03
権利 (C)2005 American Institute of Physics
URL http://hdl.handle.net/2241/104194
doi: 10.1063/1.1882750
Direct micromachining of quartz glass plates using pulsed laser
plasma soft x-rays
Tetsuya Makimura,a! Hisao Miyamoto, Youichi Kenmotsu, and Kouichi Murakami
Institute of Applied Physics, University of Tsukuba, Tsukuba, Ibaraki 305-8573, Japan
Hiroyuki Niino
Photonics Research Institute, National Institute of Advanced Industrial Science and Technology, Tsukuba,
Ibaraki 305-8565, Japan
sReceived 27 October 2004; accepted 20 January 2005; published online 3 March 2005d
We have investigated direct micromachining of quartz glass, using pulsed laser plasma soft x-rays
sLPSXsd having a potential capability of nanomachining because the diffraction limit is ,10 nm.
The LPSX’s were generated by irradiation of a Ta target with 532 nm laser light from a
conventional Q switched Nd:YAG laser at 700 mJ/pulse. In order to achieve a sufficient power
density of LPSX’s beyond the ablation threshold, we developed an ellipsoidal mirror to obtain
efficient focusing of LPSXs at around 10 nm. It was found that quartz glass plates are smoothly
ablated at 45 nm/shot using the focused and pulsed LPSX’s. © 2005 American Institute of Physics.
fDOI: 10.1063/1.1882750g
Inorganic transparent materials are highly valued for
their use in the fields of nanometric chemical analysis and
chemical reactions in medicine and biotechnology, and for
optical materials such as gratings, photonic crystals, and op-
tical waveguides. Recently, we have developed a single-step
technique used in micromachining quartz glass plates for
these applications sx-ray–UV techniqued.1 In the x-ray–UV
technique, coloration and patterning are performed by the
irradiation of quartz glass plates with laser plasma soft x-rays
sLPSXsd from a pulsed Ta laser plasma, and the patterned
area are ablated using pulsed 266 nm Nd:YAG laser light.
The technique utilizes the high precision of the soft x-rays
and the high fluence of conventional laser light. Although we
have established a single step process using LPSXs and UV
laser light, the following limitations still exist. The UV laser
light must have a wavelength tuned to an absorption band
induced by LPSX irradiation. Surface roughness is strongly
affected by the UV laser beam quality. The technique can be
applied only to transparent materials.
So far, quartz glass micromachining has been achieved
by techniques such as electron beam lithography,2–5
photo-lithography,6 focused ion beam etching.7 Although na-
nomachining has been achieved, the above techniques have
the following difficulties. They include multiple and time-
consuming process steps. And there are a limited number of
materials for which etchants and resists are available. Com-
pared to these techniques, photo-machining, si.e., direct laser
machiningd, is a promising technique because of its suitabil-
ity for mass production and a direct single process. In addi-
tion, it can be applied to a wider range of materials which are
able to absorb laser light. The photo-machining of transpar-
ent materials, however, requires additional photon absorbers
such as excited defects in SiO2,8,9 plasma exposed to trans-
parent materials,10 and photo-absorbing medium
solutions.11,12 Further, photo-machining with a precision of
,10 nm requires soft x-rays, because precision is a function
of the diffraction limit.
Although UV laser assistance is inevitable in the x-ray
UV technique when the power density of LPSXs is low, it is
preferable to machine materials using only LPSXs without
assistance. At higher power densities of LPSXs, one can ex-
pect ablation of a variety of materials, including opaque as
well as transparent materials, with a precision up to the dif-
fraction limit of ,10 nm.
In addition, one can expect smoother micromachining by
use of only LPSXs, because beam quality of LPSXs can be
higher than that of the original UV laser beam used for the
LPSX generation as follows. During and after formation of
plasma by laser irradiation, the plasma comes to thermal
equilibrium and emits LPSXs. The thermalization process
results in formation of a homogeneous x-ray emitting
plasma.
In order to achieve ablation, one of the most crucial
factors for ablation is the temperature of materials during a
period of x-ray irradiation. The temperature depends on two
competing processes, i.e., accumulation of absorbed x-ray
energy and thermal diffusion of the energy into the un-
irradiated region. When the material is heated beyond the
boiling point, ablation can take place. At a fixed dose, pulsed
x-rays with a higher peak power are suitable for ablation,
because absorbed x-ray energy per unit time gets higher and
hence higher temperature can be achieved. Furthermore,
shorter pulsed x-rays are suitable for high-quality ablation
because thermal diffusion length gets shorter.
In the present work, we have investigated quartz glass
micromachining by direct irradiation with only LPSXs. The
key device for the micromachining is an efficient focusing
soft x-ray mirror, which we have newly designed for the
micromachining.
Figure 1 shows the experimental setup for the microma-
chining. Synthetic quartz glass plates sQd sTosoh Quartz Co.,
Ltd., ES graded were irradiated with pulsed LPSXs sXd in a
vacuum chamber at a pressure of 2310−4 Pa, using a focus-
ing ellipsoidal mirror sEd. To permit patterning, a Ni grid
with a mesh #2000sMd was placed on the quartz glass plates,
as a contact mask.adElectronic mail: makimura@ims.tsukuba.ac.jp
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The LPSXs sXd were generated by irradiation of a Ta
target sTd with 532 nm Nd:YAG laser light with a pulse
duration std of 7 ns, with an energy sEd of 700 mJ/pulse, at
a fluence of ,13104 J /cm2 using a focusing lens sLd with a
focal length of 10 cm. The Ta laser plasma emits soft x-rays,
as shown in Fig. 2sad. The detail of the soft x-ray spectros-
copy is given elsewhere.13,14 It is noted that the Ta laser
plasma emits light at wavelength in vacuum-ultraviolet, ul-
traviolet, and visible light regions. It is a reasonable evalua-
tion that the LPSX pulse has the same duration of the
Nd:YAG laser light pulse, on the time scale of a
nanosecond.13
The LPSXs were focused onto the quartz glass plates
using the ellipsoidal mirror sEdsHidaka Kogaku Kenkyusho
Co., Ltd.d, made of quartz glass and coated with a Au layer.
Au is a material that has a high reflectivity in the soft x-ray
region around 10 nm.15 In order to improve the adhesion of
the Au layer to the quartz glass substrate, the substrate was
first coated with a Cr layer.
We designed the ellipsoidal mirror so as to maximize
power density of LPSXs on the surface of the quartz glass
plates. The power density depends on the visual angle of the
mirror f, and grazing angle of LPSXs incident to the mirror
u, if angle of ellipsoid of revolution about rotating axis scd,
distance between focal points sfd and mirror length sld along
rotation axis szd are fixed. In the present work, we used an
ellipsoidal mirror with f=120°, f =150 mm, and l=80 mm.
As u increases, solid angle vsf ,cd increases and hence
total intensity of LPSXs incident to the mirror increases. In
contrast, as u increases, reflectivity R drastically decreases in
the soft x-ray region around 10 nm. The reflectivity R in the
soft x-ray region as a function of photon energy and grazing
angle is available in the literature.15 Figure 2sbd shows prod-
uct of R and v /4p, which is proportional to the power den-
sity of the LPSXs on the quartz glass plates. Note that R is
normalized to unity for total reflectance. Based on the result
shown in Fig. 2sbd, the ellipsoidal mirror is designed to have
a grazing angle at u=200 milliradians at the center, in order
to focus LPSXs at around 10 nm on quartz glass plates effi-
ciently.
In order to machine large areas, the quartz glass plates
were placed closer to the ellipsoidal mirror E, than the focal
point of the mirror so that the LPSX beam has a radius srd of
200 mm on the surface of the quartz glass plates.
The ablated area was observed using a confocal micro-
scope sKeyence Corp, VK-8510d. Figure 3sad shows a three-
dimensional image of a quartz glass plate after 10 shots of
LPSX irradiations. It is clearly seen that square regions are
ablated. Figure 3sbd shows a cross-sectional profile of the
machined quartz glass plate. The ablated area has a depth of
470 nm and a root mean-square roughness less than
,30 nm. This root mean square value is the same as the
limit of the microscope. It is found that quartz glass plates
can be smoothly ablated with a precision less than 30 nm, in
the depth direction. The steepness at the edge of each pattern
is less than 1 mm, which is the detection limit of the confocal
microscope.
Figure 4 shows ablation depth as a function of the num-
ber of LPSX irradiation shots. The depth is proportional to
the shot number, and the ablation rate is 45 nm/shot. It is
found that the ablation is intrinsic to interaction of LPSXs
with the material but not with surface specific states such as
surface contamination.
Assuming that ablation is caused by the heating of the
quartz glass plates beyond the boiling point, this is mainly
governed by two competing processes occurring during
LPSX irradiation, i.e., accumulation of LPSX energy and
heat diffusion to the un-irradiated region.
FIG. 1. The experimental setup for micromachining quartz glass plates sQd
using pulsed LPSXs sXd.
FIG. 2. sad Light emission spectrum of a Ta laser plasma. sbd Focusing
efficiency R3 sv /4pd of ellipsoidal mirrors with given grazing incident
angles u, as a function of photon energy of soft x-rays incident to the
mirrors.
FIG. 3. sad A confocal microscope image of a quartz glass plate after irra-
diation of LPSXs through square apertures in a contact mask. sbd A cross
sectional profile of the machined quartz glass plate.
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The energy density of the LPSXs can be estimated by
the fluence of the LPSXs and the penetration depth. The
fluence of the LPSXs on the quartz glass plate F can be
estimated from F=Ehsv /4pdR / spr2d where E, h, v, and R
are the energy per pulse of Nd:YAG laser used for LPSX
generation, a conversion efficiency of the Nd:YAG laser
light to the LPSXs, the solid angle of the ellipsoidal mirror
and reflectivity of the ellipsoidal mirror, respectively. As de-
scribed above, E=700 mJ/pulse. From the geometric param-
eters described above, v=0.12. According to the literature,
R=60% at around 10 nm. The conversion efficiency h could
be 10% at maximum, because the reported conversion effi-
ciency for a Ta target is 0.3% /eV at 13 nm16 and the ellip-
soidal mirror used in the present work is capable of focusing
LPSXs in a spectral region 100±20 eV, at least. Compared
to the reported efficiency, the conversion efficiency in the
present work might be lower because LPSX generation has
not yet been optimized. Consequently, the fluence F can be
estimated to be 0.3 J /cm2.
The penetration depth l of LSPXs is related to the ab-
sorption cross sections sx sx=Si and Od by
1/l = NAssSi + 2sOd/sMSi + 2MOdr ,
where NA is Avogadro’s number, Mx’s are the atomic
weights, and r is the density of amorphous SiO2. The cross
sections are obtained from the reported mass absorption
coefficients15 by mx=NA/Mxsx. Thus, the LPSXs at around
10 nm are estimated to penetrate 100 nm into the quartz
glass plates. Hence, the energy density of absorbed soft
x-rays «s=F /dd is ,30 kJ/cm3.
The heat diffusion length is given by ˛Dt, where D and
t are the thermal diffusivity and the pulse duration of the
LPSXs, respectively. D is 8.5310−7 m2/s at 300 K and
monotonically decreases up to the melting point. Unfortu-
nately, D beyond the melting point is unknown, to our
knowledge. The heat diffusion length can be roughly esti-
mated to be less than 77 nm during the LPSX irradiation.
Consequently, most of the LPSX energy absorbed by the
surface layers of the quartz glass plates is accumulated in the
surface layers without significant heat diffusion during LPSX
irradiation. Because the accumulated energy density
s30 kJ/cm3d is of the same order as the evaporation energy
of SiO2 s76 kJ/cm3d, quartz glass plates certainly can be
heated to high temperature and may be ablated by heat ac-
cumulation via the absorption of pulsed and focused LPSXs.
As another ablation mechanism, it is possible that quartz
glass plates are ablated by bond breaking. The LPSX irradia-
tion may cause photo-dissociation of SiO2 via processes such
as direct photo-excitation of the bonding electrons or a
Feibelman–Knotek process.17
With further development of x-ray imaging optics, ma-
chining with a precision as high as the diffraction limit of
10 nm, should be achieved.
In conclusion, we have investigated quartz glass micro-
machining using pulsed LPSXs. In order to achieve high
power density of the LPSXs on the surface of quartz glass
plates, we have developed an ellipsoidal mirror to efficiently
focus LPSXs at around 10 nm. We found that quartz glass
plates are smoothly ablated at 45 nm/shots by irradiation
with the pulsed LPSXs focused using the mirror.
The authors would like to thank Dr. K. Kondo and Dr.
M. Mori for help with developing the experimental appara-
tus, Dr. K. Sugioka for helpful discussions on micromachin-
ing, and Professor S. Aoki for helpful discussions on x-ray
optics and for optical microscope observation. This work
was partially supported by Industrial Technology Research
Grant Program in ’04 from NEDO of Japan, JSPS
KAKENHI and University of Tsukuba Research Project.
1T. Makimura, S. Mitani, Y. Kenmotsu, K. Murakami, M. Mori, and K.
Kondo, Appl. Phys. Lett. 85, 1274 s2004d.
2D. M. Tennant, T. L. Koch, P. P. Mulgrew, R. P. Gnall, F. Ostermeyer, and
J.-M. Verdiell, J. Vac. Sci. Technol. B 10, 2530 s1992d.
3C. Dix, P. F. McKee, A. R. Thurlow, J. R. Towers, and D. C. Wood, J. Vac.
Sci. Technol. B 123708 s1994d.
4D. R. Allee, C. P. Umbach, and A. N. Broers, J. Vac. Sci. Technol. B 9,
2838 s1991d.
5D. Winkler, H. Zimmermann, M. Mangerich, and R. Trauner, Microelec-
tron. Eng. 31, 141 s1996d.
6I. Benninon, D. C. J. Reid, C. J. Rowe, and W. J. Steward, Electron. Lett.
22, 341 s1986d.
7J. Albert, K. O. Hill, B. Malo, D. C. Johnson, F. Bilodeau, I. M. Temple-
ton, and J. L. Brebner, Appl. Phys. Lett. 63, 2309 s1993d.
8K. Sugioka, S. Wada, H. Tashiro, K. Toyoda, Y. Ohnuma, and A. Naka-
mura, Appl. Phys. Lett. 67, 2789 s1995d.
9J. Zhang, K. Sugioka, T. Takahashi, K. Toyoda, and K. Midorikawa, Appl.
Phys. A: Mater. Sci. Process. 71, 23 s2000d.
10J. Zhang, K. Sugioka, and K. Midorikawa, Opt. Lett. 23, 1486 s1998d.
11J. Wang, H. Niino, and A. Yabe, Appl. Phys. A: Mater. Sci. Process. 68,
111 s1999d.
12J. Wang, H. Niino, and A. Yabe, Appl. Phys. A: Mater. Sci. Process. 69,
S271 s1999d.
13K. Murakami, H. C. Gerritsen, H. van Brug, F. Bijkerk, F. W. Saris, and
M. J. van der Wiel, Phys. Rev. Lett. 56, 655 s1986d.
14T. Makimura, T. Sakuramoto, and K. Murakami, Jpn. J. Appl. Phys., Part
2 35, L735 s1996d.
15B. L. Henke, E. M. Gullikson, and J. C. Davis, At. Data Nucl. Data Tables
54, 181 s1993d.
16R. C. Spitzer, T. J. Orzechowski, D. W. Phillion, R. L. Kauffmann, and C.
Cerjan, J. Appl. Phys. 79, 2251 s1996d.
17P. J. Feibelman and M. L. Knotek, Phys. Rev. B 186531 s1978d.
FIG. 4. Ablation depth as a function of the number of LPSX irradiation
shots.
103111-3 Makimura et al. Appl. Phys. Lett. 86, 103111 ~2005!
Downloaded 24 Dec 2009 to 130.158.56.186. Redistribution subject to AIP license or copyright; see http://apl.aip.org/apl/copyright.jsp
